
Laser Rangefinders Quick Start Guide

1. Introduction

Dear Customer! Thank you for your purchase in TME! To protect the environment we have prepared for 

you this quick start guide. Before operating the unit, please read it carefully. Please visit www.tme.eu

Illustrations in this manual are only example images and may differ from the actual item. It does 

not change their main characteristics.

2. Application

This device is designed for distance measurement.

3. Unit setup and operation

L - LCD display

W - Power on switch

�

�

�

�

Turn on the power using the appropriate button.

Aim the laser beam in the measured direction.

Press the appropriate button to perform the measurement.

Watch the display of the device to read the measurement data.

� To replace the battery open the battery cover by unscrewing the screws or loosening the lock, 

replace the battery, close the cover.
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4. Precautions

�

�

�

�

�

�

�

�

Do not use the device if it is damaged. Before using the device, inspect the housing. Check if it 

has no cracks or broken off pieces. Carefully check the insulation surrounding the connectors.

Make sure the battery cover is closed and latched before operating the unit.

Do not use the device if it works incorrectly. Protection may be impaired. If you are unsure 

whether the device is working correctly, take it to the service.

Replace the battery with a new one or charge the battery if the display shows the battery low 

indicator.

When servicing the unit, use only spare parts specified by the manufacturer.

Never use the device in explosive environments, if it is not designed to work in such conditions.

Do not point the device directly in the eyes - there is a risk of blindness caused by laser light.

Protect your eyes - the reflected laser beam may damage your eyes.
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